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CLG-D

Load limiter for cranes

Differential load limiter for cranes

Technical specifications

Supply voltage 10 ÷ 30 Vdc

Connections FCI, 24 ways, IP68, mechanical polarization, easy locking cam

Max output current 3A

Working temperature range -40 ÷ +70°C

Overall dimensions 138 x 110 (147 with connector) x 38 mm 

Drilling interaxis 119 x 99 mm (n° 4 screw M5)
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Description

CLG-SL load limiter is an electronic device able to control the load of the 

crane (or another machine) through a pressure transducer, and limits the 

operations that would cause an overloading and/or an overload of the 

machine, acting on the bypass valve.

Features

- Two different working areas with two different load limits.

- Fast and easy programming sequence.

- In the respect of EN 954-1, the safety features belong to category 2

Human machine interface

The green led on the board, in normal operation mode, is lighten to show 

the power supply.

When faults are detected, the green led blinks following a particular se-

quence related to the fault causes. 

A LED bargraph shows in real time the load percentage, compared to the 

maximum load. When the load exceeds the 100% of the limit, the red 

LED of the bargraph blinks.
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Truck mounted crane application

G2B-G3 radio remote control

CLG-SL load limiter

Description 

Our Scanreco radio remote commands all the movements of the crane 

(main boom, second boom, jib, rotation, ...), directly controlling the hy-

draulic directional control valve.

CLG-SL load limiter controls the load of the crane through one pres-

sure transducer (which measures the piston side pressure of the main 

boom) and limits the operations that would cause an overload and/or an 

overturning of the machine, acting on the bypass valve. With the LED bar 

directly mounted on the card, the user can verify the actual load in real 

time.

Pressure transducer


